TROZ®TECHNIK
Product Information Update

Subject: ALS20 Slot Diffusers Date:  May 1999
Applicability:  2/2.6/B/1; 2/2.7/B/1; Ref: PIU 1/1/356
2/2.1/B/1; 2/3/EN/5(Slot extrusion
details only)

New coding structures for VSD and ALS Slot Diffuser and a number of dimension changes
have been introduced.

The attached Product Information Data Sheets give details.

Data Sheet Ref: Description

VSD Z0 Issue 2 VSD 35/VSD 50 Z0 border
VSD 74 Issue 1 VSD 35/VSd 50 Z4 border
ALS Issue 1 ALS 20mm wide slot

Please note the Product code ‘ALS’ refers to a 20mm wide slot and should not be
confused with a special wider slot version called ALS 25.

Technical Data remains unchanged.

g

C A Palfrey
Associate Technical Director
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Product

Information
VSD35/50 -

/0 SLOT DIFFUSER.

55mm

VSD35 = 51mm
VSD50

ADJUSTABLE BLAF{?ES.

3 SLOT SHOWN

TYPE VSDxx—x=2,3,4,5 & 6 SLOT-Z0.

[TYPE VSDxs—#1—15L0T-20. ]

VSD35 SHOWN

DIM 'P' mm

ACTIVE SLOTS TYPES
‘BF','BLY, WE & WL

ALIGNUENT P IN
SLOT

INTERNAL BORDERS:

LOOSE END CLOSERS FOR SITE FITTING

ORDERED BY CODE VSD+~(NO OF SLOTS)-Z0 PLUS
END CLOSER TYPE 'A0'or "PO'THEN QUANTITY REQ
FIXING ARE SUPPLIED.

INTEGRAL FLANGED
OUTER BORDERS.

UIRED.

— Tod e fi' e ﬁ"\ [T —
S I s s O A RN I I
= = SR IR B —
| ;f’v “‘9“/ \:'{ ?, (0( ‘Y/j ,\“‘/ ‘s ] L
END ANGLE TYPES:- END PLATE TYPE:-
"AOT" END ANGLE ONE END. "PO1" END PLATE ONE END.
"AQ2" END ANGLE BOTH ENDS. '"PO2"' END PLATE BOTH ENDS.
SUPPLIED FITTED TO SLOTS. SUPPLIED FITTED TO SLOTS.

'L SLOT LENGTH.

SUPPORT BRACKETS
ARE SUPPLIED WITH HOLES
FOR SITE SUPPORTS.

BLADES WILL BE FACTORY

10

SUPPORTS BY

— OTHERS.

~ i

SET TO GIVE REQUIRED

AIR BLOW

==

FOR AIR BLOW CONFIGURAT IONS
SEE SEPERATE DETAILS.

STANDARD SETTING TYPE "WH'.
OTHER TYPES 'HL', '"HR','WS'.

SLOT ONLY, SUPPORT BRACKET
TYPE '5B" SUPPLIED LOOSE
FOR SITE FITTING. SEE NOTE

BLADES CAN BE SET
T0 SHUT OFF SLOT
AS SHOWN or GIVE
VERTICAL DISCHAGE.

NOTE:

300 1/SIDE LEG.

SLOT WIDTH DIMENSIONS.
VSD35 VS50
NO OF SLOTS  DIM 'P' DIM 'P'
1 62 77.5
2 93 1235
3 123 169
4 154 215
5 185  N/A
6 25 N/A

ALIGNMENT PINS IN QUTER BORDERS
USED FOR SLOT TYPES 'BL' & 'WL'
2NO PER JOINT SUPPLIED LOOSE
FOR SITE FITTING.

L
T~

MITRED SECTION VSD##—+
TYPES BESO & WESO. (SHOWN) HiHIH
TYPES BET3S & WE135.

300 1/5 LEG j

ALL MITRED SECTIONS
WILL BE NON ACTIVE.

NON ACTIVE SLOT TYPES 'BN' & '"WN'.
ALL AS ACTIVE TYPES BUT WILL

/ HAVE FULL LENGTH SLIDE ON BLANKING
SECTION TO REAR OF EACH SLOT.

NON ACTIVE SLOTS TYPES
BN & TWN'

WHEN "SB' BRACKETS ARE REQUIRED FOR NON ACTIVE SLOTS

TYPES "BN' & '"WN THE SUPPLIED BLANKING WILL NEED T0
BE CUT DOWN ON SITE TO ALLOW THE BRACKET TO BE FITTED.

DATA SHEET REF: VSDZ0.

ISSUE 2 DATE 13/5/98.
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TROZ recnnik

Product Information
VSD35/50 - 74 SLOT DIFFUSER.

TYPE VSD-Z4 2,5,4,5 & 6 SLOT
3 SLOT SHOWN

[TYPE

VSD-24 1 SLOT]

A\

ACTIVE SLOTS TYPES

ADJUSTABLE BLADES. .
T/ DIM '"P" mm

‘BF','BLY,WE'& WL

ALIGNUENT PLATE
SLOT

INTERNAL BORDERS:

LOOSE END CLOSERS FOR SITE FITTING
ORDERED BY CODE VSD-#+—(NO OF SLOTS) PLUS
END CLOSER TYPE 'A4'or'P4'THEN QUANITY REQUIRED.

UNFLANGED
QUTER BORDERS.

FIXING ARE SUPPLIED.

SLOT WIDTH D IMENS IONS.
VSD35 VD50
NO OF SLOTS DIN 'P' DIM 'P
1 35 50
2 66 9
3 96 141
4 127 187
5 157 N/A
6 188 N/A

ALIGNMENT PLATE IN OUTER BORDERS
USED FOR SLOT TYPES 'BL' & 'WL'
2NO PER JOINT SUPPLIED LOOSE
FOR SITE FITTING.

T FT T — ] —
— > VIR AT RS AT TR BT — — —
S 5 ‘\J; \\/\ ? @7 WERY, g? =~ = — /E
R N L A - EL, e — | [
END ANGLE TYPES:- END PLATE TYPE:-
‘A41" END ANGLE ONE END. 'P41' END PLATE ONE END. ‘ ‘
'A42' END ANGLE BOTH ENDS. 'P42" END PLATE BOTH ENDS. I I
SUPPLIED FITTED TO SLOTS. SUPPLIED FITTED TO SLOTS. I \

'L SLOT LENGTH.

SUPPORTS BRACKETS
FOR SITE SUPPORTS.

ARE SUPPLIED WITH HOLES ‘Tii

BLADES WILL BE FACTORY
SET TO GIVR REQUIRED
AIR BLOW

SUPPORTS BY
- OTHERS.

=

==

9
i |

= =

FOR AIR BLOW
SEE SEPERATE

OTHER TYPES

STANDARD SETTING TYPE 'WH'.

CONFIGEATIONS
DETATLS.

‘HL', "HR',"WS' .

MITERED SECTION VSD-35-+«
TYPES BES0 & WESO. (SHOWN
TYPES BET3S & WE135.

300 1/SIDE LEG.

300 1/5 LEG

ALL MITERED SECTIONS
WILL BE NON ACTIVE.

FOR SITE FITTING.

SLOT ONLY, SUPPORT BRACKET
TYPE '5B' SUPPLIED LOOSE

NON ACTIVE SLOT TYPES 'BN' & "WN'.
ALL AS ACTIVE TYPES BUT WILL

‘\\

BLADES CAN BE SET
T0 SHUT OFF SLOT
AS SHOWN or GIVE
VERTICAL DISCHAGE.

SEE NOTE HAVE FULL LENGTH SLIDE ON BLANKING
/ SECTION TO REAR OF EACH SLOT.

|'| NON ACTIVE SLOTS TYPES
'BN' & WN',
NOTE \

WHEN *SB' BRACKETS ARE REQUIRED FOR NON ACTIVE SLOTS
TYPES "BN' & '"WN THE SUPPLIED BLANKING WILL NEED T0
BE CUT DOWN ON SITE TO ALLOW THE BRACKET TO BE FITTED.

DATA SHEET REF: VSD**Z4.

ISSUE 1 DATE 13/5/99.




TROZ®TECHNIK

Product Information Update

Subject: Plenum Box for Slot Diffuser Date:  December 1999

Applicability:  1C 1/1/356 Ref:  PIU 1/1/373

Please find attached revised product codes on plenum boxes for slot diffusers.

Code Sheet Reference

CAP/IA/AK-VSD.doc Issue 4

CAP/IA/AK-ALS.doc. Issue 6

The new code identifies the bridge fix for extended height plenums, Code BX.

g

C A Palfrey
Associate Technical Director



PLENUM FOR VSD DIFFUSER

AK VSD35 - 4 - CF - D - M /

Type Slots M spigot damper
VSD35 1 or no entry
VSD50 2 D lining

3 or no entry

4 Fixing

5% CF Clip fix

6* BF Bridge fix

BX Bridge fix for extended
* VSD35 only height plenum

1200

X

198 X 0

Length mm

Extended Neck
HT'Y' Dimension mm
0 without extended neck

Spigot "
Dia. mm

D 2 spigots supplied for
plenum length greater
than 1500mm

CAP/IA/AK-VSD.doc
Issue 4 December ‘99



TROZ®TECHNIK

Product Information Update

Subject: Data Sheets for Slot Diffuser Date:  December 1999

Applicability: 1C 1/1/356

Ref: PIU 1/1/375

Please find attached the following revise of VSD35 & 50 plenum box details and plenum

box neck extension details.

Data Sheet Ref:

AKVSD35C
AKVSD35B
AKVSD50C
AKVSD50B
AKEXTNCK

Issue 3
Issue 2
Issue 3
Issue 1
Issue 3

Description

AK-VSD35 clip fix plenum
AK-VSD35 bridge fix plenum
AK-VSDS50 clip fix plenum
AK-VSD50 bridge fix plenum
Neck extension details

Also attached is the data sheet for Varyset plenum on VSD slot diffuser:

AKVSD-VA

g

C A Palfrey

Issue 1

Associate Technical Director

AK-VSD35 and
Ak-VSD50 Varyset plenum
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Telefox: 01842/763051 AK-VSD35 & 50-*-CF/BF PLENUM

AK-ALS20 & 25-*-CF/BF PLENUM
NECK EXTENSION DETAILS.

ASSEMBLED HEIGHT — SEE NOTE 2

ASSEMBLED HEIGHT — SEE NOTE 2
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AK-AL520/25-8% AK-ALS20/25-CF

PLENUM EXTENSION FACILITATED BY INCREASING THE NECK DIMENSION;
THIS WILL MOVE THE PLENUM MAIN BODY AND SPIGOT UPWARDS BY THE REQUIRED EXTENSION.

NOTE 1 NOTE 2
RANGE OF PLENUM HEIGHT EXTENSIONS OVERALL "ASSEMBLED HT" =
"Y' =25,50,75,100,125,150,175 & 200. STANDARD HEIGHT FOR SELECTED SLOT + EXTENSION 'Y

AKEXTNCK

ISSUE 3 DATE 8/12/99
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Information:

AK-VSD35-1/2/3/4/5/6-BF
'2nd FIX' PLENUM DETAILS.

BODY HT

o

'P' ASSEMBLY HT

79
STANDARD

BODY HT

‘P ASSEMBLY HT
H

79
STANDARD

BRIDGE LOCATES
ON PLENUM NECK

W' WIDTH X' 4 NO 'BEND-OUT 'L 0/A PLENUM LENGTH (SLOT 'L1'-5 MAX)
BRACKETS FOR _ _
SUPPORT METHOD
. BY OTHERS
7
% z
P <C
;é = |9 15
| =
g% 1 123 75
%% S 158 75
g? 198 100 . 50
gé 248 100| |1 NOSPIGOT 'L
g% UP 7O 1500mm TYP
_ - SPIGOT DAWPER| |
= o OPTION 'M' ‘ I
: A e
4
b 4l INTERNAL LINING S ————
15mm CLASS '0° ‘ ‘
NB-SEE SEPERATE DATA SHEET BLACK FOAM 'L1' = SLOT LENGTH
FOR EXTENDED NECK DETAIL "
OPTION 'D
T " 'L 0/A PLENUM LENGTH (SLOT 'L1'-5 MAX)
1/4 1/2 1/4
2 NO SPIGOTS 'L
OVER 1500mm
2 Jﬁ; S Spigot] 0o o ;]
L&l OPTION '0 T T T T T T T
{ 'L1' = SLOT LENGTH
[W NOTE: PLENUM & SLOT ARE SUPPLIED T0 SITE AS
HL ,,,,,, M ,H\ SCREW LOCATED IN SLIDING SEPERATE I TEMS, GENERALLY FOR SLOT TO BE

SCREW LOCATES
INTO NUT IN
CROSS BRIDGE.

SLOT DIFFUSER
LOCATED IN
PLENUM NECK

e

BRACKET IN DIFFUSER ENABLING
POSITIONING ALONG SLOT LENGT

PLENUM SHOULD BE INSTALLED
STRAIGHT & LEVEL WITH THE
CEILING OPENING TO ENSURE
CORRECT SLOT LOCATION

) '2nd FIX' ITEM IN ALREADY INSTALLED PLENUM

SLOTS P H W B D' RANGE
1259 180 138 41 98 & 123
2 284 205 176 715 123,138 & 158
3 299(329) 220(250) 214 102 138,158 (198)
439 " 250 254 133 158 & 198
5 384 305 254 1635 158,198 & 248
6 384 305 310 194 158,198 & 248

SEE SEPERATE DATA SHEET FOR
FULL SITE INSTALLATION DETAILS

NOTE! — TYPE 'BF' PLENUMS CAN BE FITTED ONLY TO FLANGED SLOT
DIFFUSER TYPE VSD35-70, REFER SEPERATE SHEETS FOR TYPES & DETAILS

DATA SHEET REF: AKVSD35B

ISSUE 2 - 8/12/99
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Trox (UK) Limited
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Information

Telefax: 01842/763051 AK—\/SD35—H/2/3/4/5/6—CF
"CLIP FIX" PLENUM DETAILS
\ |
\ |
- 4 N0 BEND=OUT" 'L' /A PLENUM LENGTH (SLOT 'L1'-5 MAX)
W WIDTH 80 BRACKETS FOR _ _
SUPPORT METHOD
BY OTHERS -
- _ ’:“\\ — \D\ \X\ ;%
o = ! = 98 75
= 1 [ - 12375 -
=l | e 158 75
5 = S 198 100
22 A 218 100 1 NO SPIGOT 'L
- UP TO 1500mm
- |
e SPIGOT DAMPER ]
OPTION "M’ ,44447744447,44447744447,447,44447,44447,44447,444?7,44{j
NG-SEE SEPERATE DATA SHEET éﬁlg@NAE‘tgﬁggﬁ ;SQQ "[1' = SLOT LENGTH
FOR FXTENDED NECK DETAIL PTION ‘D"
'L O/A PLENUM LENGTH (SLOT 'L1'-H MAX)
W' WIDTH 10
1/4 1/2 1/4
= = z
= 3 = I
= = 50
= TYP 2 NO SPIGOTS 'L
o QVER 1500mm
T ™ ‘ R ——
S22 RN STD SPI1GOT F4—7444774447744477444774447444—74447744477444—7444—7444—74445
= V"
o b OPTION 'D° :::a::::z::::a::::a::::a:::::fj;::f:;::f:;::f:;::f:;::f:;::fzj
‘ 'L1' = SLOT LENGTH
BLENUM NECK NOTE! PLENUM & SLOT ARE SUPPLIED TO SITE AS SEPERATE
SPRING CLP\\\\ ‘////////’ ITEMS & SHOULD BE ASSEMBLED PRIOR TO INSTALLATION
CLIP INITIALLY FITTED o T R TR
INTO SLOT IN PLENUM: SLOTS P i L D" RANGE
THEN DOWNWARDS PRESSURE | 239 180 138 %65 98 & 123
APPLIED TO FORCE CLIP TO
SPRING QVER SLOT NIB DETAIL 2 el 200 176 o 125,138 & 198
3 272(302) 220(250) 214 87.5 138,158 (198)
4 302 950 254 118 158 & 198
SLOT SECTION 5 357 305 254 149 158 198 & 248
6 357 305 310 179.5 158,198 & 248

PLENUM TO SLOT FIXING
DETAIL - SITE ASSEMBLY

SLOT SLIDES INTO
PLENUM NECK LOCAT ING
BOTH SIDES IN GROOVE

‘SEE SEPERATE DATA SHEETS fOR DIFFUSER TYPES AND DETA/LS,‘

NOTE! — TYPE 'CF" PLENUMS CAN BE FITIED TO ALL
VSD35 DIFFUSER TYPES (ie BORDER STYLE 70,71,72,75,74),
REFER SEPERATE DATA SHEETS FOR TYPES & DETAILS

DATA SHEET REF: AKVSD3SC

ISSUE 3 - 8/12/99
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Product

AK-VSD35 & VSD5S0-VA
VARYSET PLENUM DETAILS

INTERNAL ATRWAYS
T0 SUIT SLOT TYPE

\S\

REF

‘W' 0/S REF

'H' 0/S REF

‘P O/A REF

TYPE \P\ \H\ \D\ \W\ \S\ \U\
VSD35-1 202 150 123 100 215 150
) 232 180 158 138 288 200
-3 957 205 178 176 336 220
4 982 230 198 214 391 240
¢ VSDS0-1 240 180 158 100 250 200
; B ) 985 225 178 138 298 220
‘ | NECK HEIGHT:
! = [TYPE:  vsD35  VSD50
‘ e N 52 60
~__ | NB—FOR EXTENDED NECK DETAIL

4 NO "BEND-OUT'
BRACKETS FOR
SUPPORT METHOD
BY OTHERS

SPRING CLIP

N\

SLOT SECTION

PLENUM TO SLOT FIXING

'L' REF PLENUM LENGTH (L1-5 MAX)

SEE SEPERATE DATA SHEET,
(DETAIL SIMILAR TYPE
AK-VSD35/50-CF)

/

(H/2)
TYP

[STANDARD LENGTHS 'L1' = 900/ 1050/ 1200/ 1350/ 1500]

‘/////////PLENUM NECK

CLIP INITIALLY FITTED INTO
T GROOVE IN PLENUM; THEN DOWNWARDS

PRESSURE APPLIED TO FORCE CLIP

T0 SPRING OVER BORDER NIB DETAIL

SLOT SLIDES INTO
PLENUM NECK LOCATING
BOTH SIDES IN GROOVE

DETAIL — SITE ASSEMBLY

NOTE! — TYPE "VA" PLENUMS CAN
BE FITTED TO ALL VSD35 & VSD50
DIFFUSER TYPES (ie BORDER STYLES
70,71,72,73,74); REFER SEPERATE
DATA SHEETS FOR TYPES & DETAILS

NOTE! PLENUM & SLOT ARE SUPPLIED TO SITE AS SEPERATE
ITEMS & SHOULD BE ASSEMBLED PRIOR TO INSTALLATION

DATA SHEET REF: AKVSD-VA

ISSUE 1 - 15/12/99
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